Lightweight Equine X-Ray Generator
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Equine Portable X-Ray System

Key Features

Compact X-Ray Generator

» Lightweight, compact, durable design

« Built for clinic, field, or stable work

Smart Battery Design

» Up to 450 exposures per full charge

* Rapid charge capability

* Long-lasting battery life

Dual Laser LED Collimator

» Ultra-bright high-lux LED light

* Precise adjustable field size control

Strong Membrane Console

« Simple Ul for easy operation

» Remote PC diagnostic support

* ARP Presets

Specifications

Max. Output Power 1.6kwW Generator Frequency 140kHZ
kV Range 40kV - 90kV mA Range 10mA - 20mA
mAs Range 0.4mAs - 32mAs Focal Spot 0.8mm x 0.8mm
Target Angle 16° Anode Heat Storage 7KHU

Input: 100V-240V~, 1A
Battery Voltage 29.4vDC Battery Charger output: DC 29.4V, 1.5A

. . . Body Only: 8.25" Wx 7.6"Hx10.4"L

Weight 17.8lbs w/battery Dimensions w/andIe: 8.25" W x 12" H x 14" L

Min X-Ray Field Size

Ocm x Ocm
@ 75cm SID

Max X-Ray Field Size

43cm x 43cm
@ 75cm SID

Timer

Push Button Light
30 Sec Timer

LED Lamp

LED 3.0V, 2.16A, 6.5W
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